










Model Specifications
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Module Type of Module
Conveyor 

Width

Working 

Height

Canopy 

Length

Length of 

Spray Zone

Tank Size / Heat 

(Nom. Temp)
Pump Size / Output

C-24-S3
Short Spray

Recirculated
24” 16” 68” 36” 200 gal. / 36 kW (140°F) 10 HP, 100  GPM / 60 PSI

C-24-S5
Long Spray

Recirculated
24” 16” 92” 60” 300 gal. / 48 kW (140°F) 15 HP, 150 GPM / 60 PSI

C-24-FR Fresh Water Rinse 24” 16” 30” 12” n/a
3 GPM / 30 PSI 

(Customer Supplies)

Length of 

Dry Zone

Air Heat System 

(Nom. Temp)
Blower Size / Output

C-24-SB Blow Off 24” 16” 30” 12” n/a 10 HP, 500 CFM

C-24-DA Non-Heated Dry 24” 16” 72” 60” n/a 10 HP, 1900 CFM

C-24-DH Heated Dry 24” 16” 72” 60” 48 kW (250°F) 10 HP, 1900 CFM

All Conveyor load height is 40” above the ground; exposed conveyor on either end for loading and unloading is 18”.

Module Type of Module
Conveyor 

Width

Working 

Height

Canopy 

Length

Length of 

Spray Zone

Tank Size / Heat 

(Nom. Temp)
Pump Size / Output

C-36-S3
Short Spray

Recirculated
36” 16” 68” 36” 250 gal. / 48 kW (140°F) 15 HP , 150 GPM / 60 PSI

C-36-S5
Long Spray

Recirculated
92” 60” 375 gal. / 60 kW (140°F) 15 HP, 200 GPM / 60 PSI

C-36-FR Fresh Water Rinse 36” 16” 30” 12” n/a
4 GPM / 30 PSI 

(Customer Supplies)

Length of 

Dry Zone

Air Heat System 

(Nom. Temp)
Blower Size / Output

C-36-SB Blow Off 36” 16” 30” 12” n/a 15 HP

C-36-DA Non-Heated Dry 36” 16” 72” 60” n/a 15 HP, 3000 CFM

C-36-DH Heated Dry 36” 16” 72” 60” 48 kW (250°F) 15 HP, 3000 CFM

All Conveyor load height is 40” above the ground; exposed conveyor on load end is 14”’ the unload end is 18”.

Module Type of Module
Conveyor 

Width

Working 

Height

Canopy 

Length

Length of 

Spray Zone

Tank Size / Heat 

(Nom. Temp)
Pump Size / Output

C-48-S3
Short Spray

Recirculated
48” 16” 68” 36” 300 gal. / 48 kW (140°F) 15 HP, 200 GPM / 60 PSI

C-48-S5
Long Spray

Recirculated
48” 16” 92” 60” 450 gal. / 72 kW (140°F) 20 HP, 250 GPM / 60 PSI

C-48-FR Fresh Water Rinse 48” 16” 30” 12” n/a
5 GPM / 30 PSI 

(Customer Supplies)

Length of 

Dry Zone

Air Heat System 

(Nom. Temp)
Blower Size / Output

C-48-SB Blow Off 48” 16” 30” 12” n/a 20 HP

C-48-DA Non-Heated Dry 48” 16” 72” 60” n/a 20 HP, 4000 CFM

C-48-DH Heated Dry 48” 16” 72” 60” 60 kW (250°F) 20 HP, 4000 CFM

All Conveyor load height is 40” above the ground; exposed conveyor on either end for loading and unloading is 18”.
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